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To all whom it may concern 
Be it known that I, Luigi Nicoletit, 
subject of the King or Italy, residing it 
Rome, Italy, have invented certain new and 
5 useful Improvements in Cipher Apparatus, 
of which the following is a specification 
Tins invention has for its object an ap- 
p iratus bj means of whi< h it is possible to 
cipher and decipher messages and writings 
10 of any kind ana in any language by multi- 
ple trmsposition of cich letter and by using 
a numbei as key 

The appai itus accoidmg to this inven- 
tion, comprises essentially a set of bars 
15 mounted p ir illel with each other and adapt- 
ed to slide into a frame having two sta- 
tionary reference members or parts On 
each sliding bai figures are marked, the 
same being arranged in any desired suc- 
20 cession ana being spaced apart from each 
otliei to equal spaces, so that by carrying 
said bars m a given position corresponding 
with the key number adopted, a table is ob- 
tained on the apparatus the same providing 
25 rules for dividing into various assemblage 
the letters forming the message or writing 
to be ciphered, the letters being assumed 
to be written after each other without leav- 
ing t free space between subsequent words , 
30 said letters may thus be assembled in sev- 
eral manners, to form the cipher message, 
according to any desired rule, but in any 
case the letters are m a given relation with 
the desn ed key number or, if required, with 
35 other rules stated by the correspondents 

The annexed drawing shows by way of 
example some constructions of apparatus ac- 
cording to the invention, and 
Figure 1 shows a constiuction of the ap- 
40 paratus in its closed position, 

Fig 2 is a view of the same durmg use, 
Fig 3 shows another construction of the 
apparatus in closed position, 

Fig 4 is a cross-section of the apparatus 
45 shown m Fig 3 , 



Fig 5 is a bottom view of a detached slid- 
ing bar , 

Fig 6 shows the apparatus represented in 
Fig 3 m use, and 

Fig T is a face view of a card w Inch may 50 
be used in connection with the apparatus 
shown m Fig 3 

In the construction shown m Figs 1 and 
2, the apparatus comprises a frame made of 
two side members a and h connected by 55 
means of two transverse members o and a, 
ten bars e being mounted to slide longi- 
tudmilly oi endwise between said (mem- 
bers On each of said bars are marked 
figures from 0 to 9, the same being located 60 
at the side of each other and being repeated 
in the same succession on cieh respective 
b ir, the succession of the figures being any 
required one and, if desired, different in the 
individual bars, as shown m Fig 1 Each 65 
of said bars e may be provided with a par- 
ticulai leferenee or character, say in roman 
numerals, located preferably at one of its 
ends, the same being intended to differentiate 
each bar from the other ones, further each 70 
bar is provided, also near one end, with a 
clear or unmarked space the same bemg 
positioned under the transverse member o 
when the apparatus is m closed position, 
said transverse member being taken as ref- 75 
erence part 

The transverso member c is preferably 
pro\ ided with a vertical opening e’ to safely 
individuate the figure of each bar winch is 
carried m register with the reference part 80 
when using the apparatus 1 

By moving the several bars e it is always 
possible to cany any requited figure there- 
of in register with opening <? and the appa- 
ratus will bo ready for use when into said 85 
opening appear the figures forming the 
number Adopted as key 
In the above described apparatus the key 
may have up to ten figures, but it may com- 
prise a smaller number of figures, m this 90 
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case, if required, the correspondents may 
take as a rule that the figures of the key 
number must be assumed to be repeated in 
the same succession 

5 Thus',' by way of example,, in Fig 2- the 
apparatus is shown in its position for the 
key 919740 

Between transverse members o and d are 
thus arranged ten vertical rows and ten 
10 horizontal rows of figures, the same giving 
rise to a ciphering table that is a table which 
may be used* m accordance with any desired 
rule stated by the correspondents to prop- 
erly assemble the letters forming the words 
15 of the writing to be ciphered into groups 
each formed by the number of letters given 
by the subsequent figures of the table, for 
this operation said words are to be written 
m close succession after each other, that is 
20 without leaving a free space between two 
subsequent words Thus by assuming by 
w ay of example that it has been agreed upon 
to lead said figures in vertical rows from 
top to bottom and from left hand to right 
25 hand, the cipher (0) being omitted, the sub- 
sequent figures of the table as appearing 
from Fig 2, m accordance with the key 
assumed, are 524768951837624 
2 3 2 8 6 , and by assuming that the 

30 following sentence has to be ciphered 
“ Kindly reach me immediately I will await 
you at the stated place on twenty first in- 
stant at six o’clock,” the words of this sen- 
tence will be assembled m the following 
35 groups 

Kindi yi each memimed lately lwillawa 
ltyouatth estat e dplaceon twe ntyfiis tinsta 
nt atsi xo- ’cl oc k. 

Obviously the last letter group may com- 
40 prise a smaller number of letteis with regard 
to that shown by the last figuie Should 
the message continue after all the table 
figuies have been used the same table is 
used again fiom beginning to the required 
46 numbei of times 

The several groups of letters thus obtained 
ire then written m rows on a papei sheet 
provided with cases, these rows being 
marked by figures 1 to 9 arranged, by wav of 
60 example, m the same succession as these 
figures are located into one of the horizontal 
oi vertical rows of the table, the same hori- 
zontal or vertical cow being known as a rule 
by the correspondents 

55 By assuming that the arrangement of the 
sixth horizontal row must be adopted be- 



cause the key assumed contains six figuies, 
the following arrangement will be formed 
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By writing m succession by way of ex- 
ample fiom top to bottom the letters located 100 
in the vertical rows marked by figures 1, 2, 

3, 4, 5 the following is obtained 
atniraeawtspw tittocchdhmeloaafsueyaaei i 
ky enimeedtntnax ’ pkneitiy tjeynsldwtoslmllu 
tcit 105 

The letters may be arranged to foim as- 
semblages - for instance of five each m order 
to facilitate the transmission by cable and 
the verification 

The correspondent who is piovided with no 
the same apparatus and knows the key as 
wall as other rules abo-vo referred to, may 
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translate into usual language the message 
by following tlie same method, but m the 
reverse succession, that is by writing the 
letters m rows from top to bottom, on a 
5 paper sheet provided with cases, without 
going beyond a lower limit determined by 
agreement 

In the construction illustrated m Figs 
3 and 6, the apparatus comprises twenty 
10 sliding bars e, each of them being provided 
with ten figures (1, 2, 3, 4 0) arranged 

in their natural succession from left to right 
hand 

In such a case, by bringing a giv en figure 
15 of one of said sliding bars e into the opening 
d of the transverse member o, a number of 
spaces is left free between the right end of 
the same bar and the opposite transverse 
member d of the frame, such number being 
20 equal to the units of said figure 

Thus, after the bars have been moved to 
carry m register with opening d the re- 
spective figure of each bar to foim the hey 
number instead of obtaining on the appara- 
25 tus a table showing the number of lettcis 
having to be written into a horizontal row 
of a paper sheet, as in the abme descubcd 
example, the apparatus provides directlj 
low's of free cases each row having a diffei- 
80 ent number of cases into which the letters of 
the message may be written 

In this construction the key miy compusc 
up to twenty figures As it appears from 
Fig 6, on the appaiatus a number of cises 
85 is left free into which cases are then written 
in succession the letters of the message, 
thereby being obtained their arrangement 
by horizontal and vertical rows, thereafter 
said letters are written by vertical rows 
40 taken in the succession shown by figures on 
the frame member a, as in the example 
above referred to, ana the ciphering is ob- 
tained 

In order to allow of writing the letters on 
45 the same apparatus also in the case of a 
somewhat long message, it is useful to pro- 
vide behind the bars e a space f into which 
cards g oi the like may be inserted one 
after another the cards being provided with 
60 holizontally numbered rows of cases (Fig 
7) , the letters are written in the respectn e 
cases which are cleared by bars e aftei the 
same have been carried into their respective 
key positions and the cipher sentence is then 
55 obtained by copying from the said cards the 
letters by vertical row succession as shown 
by figures marked on the top of said cards 



The bars e are preferably mterengiged 
with eacli other by means of tongues or lips 
h and slots i proi ided on the sides thereof, 60 
so as to hold them in the same plane, the 
under siu faces of said bars are conveniently 
provided with lccesses l in registci with 
eich figure marked on the front or top sur- 
fices, said recesses being intended to en- 65 
gage a piojection m piovided on the frame 
membei c (sec Figs 4 and 5) fox the pur- 
pose of locking said plates w ith their figures 
arranged exactly m vertical roll’s 
Obviously the number of bars and of 70 
figures marked on each of them may bo 
modified according to requirements , also tlio 
construction of the apparatus may differ 
from that described and illustrated the 
same being given merely by waj r ot example 75 
In any case the described ippuatus illows 
of quickh and eisily ciphering sentences 
and messages by multiple transposition of 
letters, the language being immaterial as the 
ti ansposition is mule upon nilcs bised 80 
upon the iritlimetic value of the figuies i 
Furtliei tins appiratus provides the ad- 
i antage of allowing the use as key of a num- 
ber which mu be kept in mind without ic- 
quiring the use of formula, oi of noting by 85 
writing said kei, this littei method being 
liable to cause the same key or foimuli to 
be detected 

The kev max also be varied or modified 
at will ind cannot be detected bv inspect- 90 
mg the apparatus when the bars liac e keen 
restored to their closed position 
The apparatus according to this mi ention 
may liaie verj small size and allows quick 
and easy manipulations while providing a 95 
aorv large numbei of combinations, say 
about ten milli ircls, so tli it it is practically 
impossible to detect the key 

What I elum is my invention and desire 
to secure by United St ites Letters Patent is 100 

1 Ciphenng appai itus compusmg, m 
combination, a fiame having fixed reference 
mems theieon, and a plurality of parallel 
bars slidably mounted in the frame for dis- 
placement individually with relation to said 105 
reference means ill of the different bais 
bearing an equal numbei of figures so as to 
furnish for eich position of the bars de- 
termined m accordance with a selected nu- 
merical key a ciphering tible which foims no 
a guide tor the breaking up of the message 
into definite groups of letters 

2 Ciphering apparatus comprising, m 
combination, a frame li ivmg fixed rcfeience 
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means thereon , and a plurality of parallel 
b irs slidably mounted in the frame for dis- 
placement individually with 1 elation to said 
refeienco means, all of the different bars 
5 bearing an equal number of figures in regu- 
lar numerical order, so as to furnish for each 
position of the bars determined m accord- 
ance with a selected numerical key a cipher- 
ing table constituted by the rows of letter- 
10 receiving cases left free by the movement of 
the bars and which deteimme the grouping 
of the letters of the message 
3 Ciphering apparatus comprising, m 
combination, a frame having fixed reference 
15 means theieon, a plurality of parallel bait, 
slidably mounted m the frame for displace- 
ment individually with relation to said ref- 
erence means, all of the different bars bear- 
ing an equal number of figures m regular 
20 numerical order, so as to furnish for each 
position of the bars determined m accord- 
ance with a selected muneiical key a cipher- 
ing table constituted by the rows of letter- 
receiving cases left free by the moi ement of 
25 the bars and which determine the gioupmg 
of the letters of the message, and cards on 



which the tetters of the message, are to he 
grouped, said cards adapted to be inserted 
in the f i amo behind the bars, 

4 Ciphering apparatus comprising, m 30 
combination, a frame having fixed refeience 
means thereon, a plurality of parallel bars 
slidably mounted in the frame for displace- 
ment indiv ldually with relation to said ref- 
erence means-, said bars being engaged with 35 
one another and with the frame and all of 
them beaiing an equal numbei of figures m 
regular numerical order, so as to furnish 
foi each position of the bars determined m 
accordance with a selected key a ciphering 40 
table constituted by the rows of letter-receiv- 
ing cases left fiee by the movement of the 
bais and which determine the grouping of 
the letteis of the message, and cards on 
which the letteis of the message aie to be 45 
grouped, said cards adapted to he inserted 
in the iiame behind the bars 

In testimony whereof I iffix my signature 

LUIGI NICOLETTI 

Witnesses 50 

Eeusogi Slotti, 

Edttabdo Nilese 



Copie* of this patent may lie obtained far five oent* each, by addressing the "Commissioner 6t Patents, 

Washington, DC” 
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